Decommitment: IBM Tivoli Netcool Performance Manager support for UltraSPARC T2+, T2, T1 processors

Table of contents

1 Overview 3 Description
3 Planned availability date 3 AP distribution

Overview

Software Announcement AP10-0089, dated April 20, 2010, and Software Announcement AP10-0259, dated September 07, 2010, contain text in the hardware requirements section that is not supported. Information is changing to decommit on IBM® Tivoli® Netcool® Performance Manager V1.3 (5724-W86) support of UltraSPARC T2+, T2, or T1 processors (Solaris).

Old text

Server: The minimum hardware requirements for a Tivoli Netcool Performance Manager for wireless server are:

- 2 x UltraSPARC IV or IV+ or UltraSPARC T2+, T2, or T1 processors (Solaris)
- 2 x Quad-Core Intel® XEON processors (Linux™)
- 16 GB core memory
- 4 x 72 GB and 6 x 146 GB hard disks
- Optical drive (DVD ROM/R/RW)

Client: The minimum hardware requirements for a Tivoli Netcool Performance Manager for wireless client are:

- 1.4 GHz Pentium™ III, or higher processors
- 1 GB core memory

Tivoli Netcool Performance Manager wireline

The following are for minimal requirements and are approximate. Contact your IBM representative to arrange for a sizing assessment based on your specific needs and plans.

Solaris

Sun SPARC hardware:

- Minimum hardware required for a single server deployment:
  - 8-core - UltraSPARC VI or UltraSPARC T2+/T2/T1 processor
  - 16 GB memory
  - Four 73 GB disk

AIX®

IBM System p® hardware:

- Minimum hardware required for a single server deployment:
- IBM POWER6® CPU - 4.2 GHz, or higher - four cores
- 16 GB memory
- 2 x 146 GB disk

**Linux**

- Minimum hardware required for a single server deployment:
  - Two x 2.40 GHz quad-core Intel Xeon™ 5500 series processors
  - 16 GB memory
  - 300 GB disk

**New text**

Server: The minimum hardware requirements for a Tivoli Netcool Performance Manager for wireless server are:

- 2 x UltraSPARC IV or IV+ processors (Solaris)
- 2 x Quad-Core Intel XEON processors (Linux)
- 16 GB core memory
- 4 x 72 GB and 6 x 146 GB hard disks
- Optical drive (DVD ROM/R/RW)

Client: The minimum hardware requirements for a Tivoli Netcool Performance Manager for wireless client are:

- 1.4 GHz Pentium III, or higher processors
- 1 GB core memory

**Tivoli Netcool Performance Manager wireline**

The following are for minimal requirements and are approximate. Contact your IBM representative to arrange for a sizing assessment based on your specific needs and plans.

**Solaris**

Sun SPARC hardware:

- Minimum hardware required for a single server deployment:
  - 8-core - UltraSPARC VI processor
  - 16 GB memory
  - Four 73 GB disk

**AIX**

IBM System p hardware:

- Minimum hardware required for a single server deployment:
  - IBM POWER6 CPU - 4.2 GHz, or higher - four cores
  - 16 GB memory
  - 2 x 146 GB disk

**Linux**

- Minimum hardware required for a single server deployment:
  - Two x 2.40 GHz quad-core Intel Xeon 5500 series processors
  - 16 GB memory
  - 300 GB disk
Planned availability date

December 13, 2011

Description

**Accessibility by people with disabilities**

A US Section 508 Voluntary Product Accessibility Template (VPAT) containing details on accessibility compliance can be requested at


Reference information

Refer to:

- Software Announcement AP10-0089, dated April 20, 2010
- Software Announcement AP10-0259, dated September 07, 2010

AP distribution

<table>
<thead>
<tr>
<th>Country/Region</th>
<th>Announced</th>
</tr>
</thead>
<tbody>
<tr>
<td>AP IOT</td>
<td></td>
</tr>
<tr>
<td>ASEAN*</td>
<td>Yes</td>
</tr>
<tr>
<td>India/South Asia**</td>
<td>Yes</td>
</tr>
<tr>
<td>Australia</td>
<td>Yes</td>
</tr>
<tr>
<td>People's Republic of China</td>
<td>Yes</td>
</tr>
<tr>
<td>Hong Kong S.A.R of the PRC</td>
<td>Yes</td>
</tr>
<tr>
<td>Macao S.A.R of the PRC</td>
<td>Yes</td>
</tr>
<tr>
<td>Taiwan</td>
<td>Yes</td>
</tr>
<tr>
<td>Korea</td>
<td>Yes</td>
</tr>
<tr>
<td>New Zealand</td>
<td>Yes</td>
</tr>
<tr>
<td>Japan IOT</td>
<td></td>
</tr>
<tr>
<td>Japan</td>
<td>Yes</td>
</tr>
</tbody>
</table>

* Brunei Darussalam, Indonesia, Cambodia, Lao People's Democratic Republic, Malaysia, Philippines, Singapore, Thailand, and Vietnam

**Bangladesh, Bhutan, India, Sri Lanka, Maldives, Nepal, and Afghanistan

**Trademarks**

IBM, Tivoli, Netcool, AIX, System p and POWER6 are registered trademarks of IBM Corporation in the United States, other countries, or both.

Intel, Pentium and Intel Xeon are trademarks of Intel Corporation or its subsidiaries in the United States and other countries.

Linux is a registered trademark of Linus Torvalds in the United States, other countries, or both.

Other company, product, and service names may be trademarks or service marks of others.

**Terms of use**

IBM products and services which are announced and available in your country can be ordered under the applicable standard agreements, terms, conditions,
and prices in effect at the time. IBM reserves the right to modify or withdraw this announcement at any time without notice. This announcement is provided for your information only. Reference to other products in this announcement does not necessarily imply those products are announced, or intend to be announced, in your country. Additional terms of use are located at


For the most current information regarding IBM products, consult your IBM representative or reseller, or visit the IBM worldwide contacts page

http://www.ibm.com/planetwide/